
Product specifications
Weight (kg) 22 kg

External dimensions ( L x
W x H) 998 × 600 × 450 mm

Temperature range -30°C to +80°C

Capacity 100 liter

Color White

Material HDPE

Internal dimensions (L x W
x H) 910 × 440 × 275 mm

Properties

The base of the fillet unit is a white 100-liter rinsing
basin with drainage plug and stop (order number
81291010; see "Related products").

Optionally, a rinsing basin without drainage plug
can be selected (order number 81301111).

The fillet structure is detachable from the rinsing
basin.

The fillet structure consists of a solid blue worktop
(HDPE) measuring 975 x 560 x 20 mm.

The waste inlet Ø 100 mm is located at the rear right.
For alternatives, see "Options".

The casing is made of solid 10 mm plastic - natural
white. Height: 100 mm.

The casing is screwed to the worktop on three sides
(in stainless steel).

The bottom of the rinsing basin has 4 receptacles
for matching supports.

For matching supports, see "Accessories.

Artikelnummer: 11.KNST.100.1

Fish filleting unit - 998 x 600 x H 450
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Description
Plastic fish fillet unit / herring cleaning tray (998 x 600 x H 450 mm - 100 liters). Comprised of a plastic rinsing basin (100 liters) and a

detachable plastic fillet structure. The basin is equipped with a drainage plug with stop at the bottom right. The fillet structure consists

of a blue plastic worktop with an attached white plastic raised edge. The worktop is equipped with a waste inlet on the right rear side.

The inlet of the fillet structure (Ø 100 mm) can also be placed on the right front or at another position on the worktop. You can find our

fish fillet units wherever quality products need to be prepared hygienically and efficiently.

Matching accessories

81291111.ZWRVS

Alternatieve artikelen

83120100 11.KNST.35.1 11.KNST.60.1
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